
IdentiFINDER R440 
FLIR  
SPECTROMÈTRE PORTABLE GAMMA SANS 

SOURCE À HAUTE SENSIBILITÉ

DÉTECTE LES MENACES RADIOACTIVES 
DE LOIN, DERRIÈRE DES OBSTACLES ET 
AVEC UNE MEILLEURE RÉSOLUTION QUE 
D’AUTRES RID DE TAILLE SIMILAIRE

TEST DE CHUTE DEPUIS UN HAUTEUR D’1 M, 
CRISTAL ÉTANCHE ET BOÎTIER CLASSÉ IP67 
QUI PROTÈGE CONTRE LA POUSSIÈRE ET 
L’IMMERSION DANS L’EAU JUSQU’À 1 M

LE MODE EASYFINDER DE 360° IDENTIFIE 
L’EMPLACEMENT EXACT DES SOURCES 
DE RAYONNEMENTS ET EN AVERTIT 
L’OPÉRATEUR AFIN DE PROTÉGER LES 
INTERVENANTS

L’IdentiFINDER R440 EST UN DISPOSITIF 

D’IDENTIFICATION DE RADIONUCLÉIDES (RID) 

SANS SOURCE ET LÉGER QUI OFFRE UNE 

DÉTECTION SENSIBLE ET DES RÉSULTATS 

RAPIDES POUR LE DÉPISTAGE DE ROUTINE OU 

LES MISSIONS D’INTERVENTION DE DÉPISTAGE 

SECONDAIRE. LE R440 PEUT ÊTRE MANIPULÉ

AVEC UNE SEULE MAIN, ET EST CLASSÉ IP67 

AFIN DE VOUS AIDER DANS LES MISSIONS 

LES PLUS DIFFICILES. SON NOUVEAU MODE 

EASYFINDER 360° AIDE À LA PRISE DE 

DÉCISION POUR PROTÉGER AU MIEUX LES

OPÉRATEURS.

SPECTROMÈTRE PLUS PETIT ET PLUS LÉGER 
AVEC DÉTECTEUR 2X2 NAI

Identification précise et alerte plus rapide

• 3,5 fois plus sensible et une résolution de 10 %

  meilleure que d’autres RID de taille comparable

• La plage de débit de dose élevé confère stabilité et 

  exactitude même dans les environnements à débit de 

  dose élevé

• Deux modèles disponibles : détection et mesure des 

   rayons gamma uniquement (avec indication des 

   neutrons) ; détection et mesure des rayons gamma et 

   des neutrons

• La stabilisation sans source améliore la collecte

   de données, réduisant ainsi les faux positifs

BOÎTIER DE PROTECTION ROBUSTE IP67

Construit pour survivre à des missions exigeantes et rapides

• Protégé contre la pénétration de poussière et

  l’immersion dans l’eau (pluie, éclaboussures et submersion 

 accidentelle) jusqu’à 1 mètre de profondeur pendant une 

  durée pouvant aller jusqu’à 30 minutes 

• Conforme aux normes ANSI N42.42 et ANSI N42.34 

• Soumis à un essai de chute jusqu’à 1 mètre de hauteur

• Son cristal entièrement clos lui confère une robustesse 

  améliorée

CARACTÉRISTIQUES UTILISATEUR DE POINTE

Des résultats clairs et des communications améliorées assurent la 

sécurité des intervenants et de la communauté

• Le mode 360° EasyFinder collecte et interprète les données  

 puis identifie l’emplacement exact de la source pour l’utilisateur

• Communications sans fil intégrées

• Construit pour une normalisation interorganisationnelle 

  l’interface utilisateur commune offre une familiarité aux 

  utilisateurs de tous les produits identiFINDER
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IdentiFINDER R440 
FLIR

ÉCHANTILLONNAGE ET ANALYSE 

INTERFACE SYSTÈME

ALIMENTATION

DONNÉES ENVIRONNEMENTALES

CARACTÉRISTIQUES PHYSIQUES

Introduction de l’échantillon 
Absorption des émissions de rayons gamma (NaI) ou 

émissions de rayons gamma et de neutrons (NaIL)

Menaces Détecte la radiation de neutrons ou de rayons gamma émise 

par des sources naturelles présentes dans l’environnement, les 

matériaux nucléaires spéciaux et les matériaux industriels ou 

médicaux

Identification de nucléides Selon la norme ANSI N42.34

Latence de l’alarme De quelques secondes à quelques minutes

Affichage et alertes 
Écran couleur transflectif LCD/couleur TFT 3” (2,72” x 1,61”),

Résolution : 800 x 480 pixels

Communication 
USB 2.0, USB OTG ; Bluetooth® Class 2.0 ≤ portée de 10 m

(amovible) ; WiFi 802,11 g/n

Stockage des données Mémoire interne de 32 Go

Exigences en matière de 

formation
< 10 min pour l’opérateur ; 1 jour pour un utilisateur expérimenté

Logiciel Logiciel Webserver embarqué

Tension d’entrée 100-240V AC (adaptateur mural et câble USB fournis)

Spécifications de batterie Fournit : 2 smartpacks rechargeables Li-Ion et 1 ensemble de 

4 piles ; autonomie ≤ 6 h avec un smartpack Li-Ion, ≤ 12 h avec

les deux Li-Ion ; autonomie ≤ 4 h avec un bloc-piles AA (Li-ion) ;

smartpack NiMH ion rechargeable en option avec autonomie

≤ 5 h ; recharge ≤ 4 h sur CA ; recharge > 4 h avec USB ; les

durées d’autonomie spécifiées sont obtenues par mélange de

débit de dose, Finder, et mode de fonctionnement ID

Temps de démarrage à froid < 2 min après démarrage à froid

Température nominale -20 à 50 °C

Humidité de fonctionnement 10 à 93%

Température de stockage -10 à 35 °C

Dimensions (L xl x H)  10.2 x 26.9 x 9.4 cm (4 x 10.6 x 3.7 in) - avec batterie

Poids ≤1,5 kg

Boîtier et protection 
Boîtier en aluminium ; indice de protection IP67 selon la norme 

IEC 60529

Equipment described herein is subject to US export 
regulations and may require a license prior to export. 
Diversion contrary to US law is prohibited. Imagery for 
illustration purposes only. Specifications are subject to 
change without notice. ©2018 FLIR Systems, Inc. All 
rights reserved. Rev. 03/22/19
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General idf R440

Technology Radionuclide Identification Device (RID) 

Gamma with Neutron 
Indication – NaI(Tl)

2.0 x 2.0 in (51 x 51 mm)

Gamma with Neutron Mea-
surement – NaIL (optional)

2.0 x 2.0 in (51 x 51 mm)

Energy Range (Gamma) 10 keV to 10 MeV  

Gamma Sensitivity  
(Cs-137, NaI)

1850 cps/μSv/h

Gamma Spectrum Length 1024 channels

Dose Rate Range  
(Cs-137, NaI)

10nSv/h - 10mSv/h (1µrem/h - 1rem/h) / ±30 %

Dose Rate Range ID Mode 
(Cs-137, NaI)

10nSv/h - 250µSv/h (1µrem/h - 25mrem/h)

Overload Dose Rate Range 
(Cs-137, NaI)

10mSv/h - 500mSv/h (1rem/h - 50rem/h)

Stabilization Sourceless gain stabilization (patents pending)

Linearization Real-time linearization of gamma energy

Typical Resolution ≤ 7% FWHM at 662 keV with NaI detector at 20 °C

Service Interval 1 year factory maintenance suggested, not required

Sampling & Analysis 

Sample Introduction Absorption of EM gamma (NaI) or gamma and neutron  
emissions (NaIL)

Threats Detects neutron or gamma radiation emitted from natural
occurrences in the environment, special nuclear material,  
industrial, or medical material

Nuclide Identification According to ANSI N42.34

Library Categories SNM, IND, MED, NORM

Time to Alarm From a few seconds to minutes

System Interface

Display & Alerts Transflective color LCD / 3” (2.72” x 1.61”) Color TFT Display,             
Resolution: 800 x 480 pixels

Communication USB 2.0, USB OTG; Bluetooth® Class BLE 4.0 and 2.1 with 
EDR ≤10m range (removable); WiFi 802.11 g/n

Data Storage 32GB internal memory

Training Requirements <10 mins for operator; 1 day for advanced user

Software On-board webserver software

Power

Input Voltage 100-240V AC (wall adapter and USB cable supplied)

Battery Specs Supplied: 2x rechargeable Li-Ion smartpacks and 1x 4x AA 
pack; ≤6h runtime with one Li-Ion smartpack, ≤12h with both 
Li-Ion; runtime of ≤4h with AA battery pack (Li-ion);Optional 
rechargable NiMH ion smartpack with ≤5h runtime; recharge 
≤4h when using AC; recharge >4h when using USB; run times 
specified are obtained with a mix of Dose Rate, Finder, and ID 
operating mode

Cold Start Time <2 mins from cold start

Environmental

Operating Temp (ambient) -4 to 122 °F (-20 to 50 °C)

Operating Humidity 10 to 93%

Storage Temp 14 to 95 °F (-10 to 35 °C)

Physical Features

Dimensions (W x L x H) ≤ 4 x 10.6 x 3.7 in (10.2 x 26.9 x 9.4 cm) - with battery

Weight ≤3.2 lbs (≤1.5 kg)

Enclosure & Protection Aluminum housing; protection rating IP67 according to IEC 
60529

HEADQUARTERS
FLIR Systems, Inc.
27700 SW Parkway Ave
Wilsonville, OR 97070

DETECTION SALES, 
AMERICAS
FLIR Detection, Inc.
2800 Crystal Drive, #330
Arlington, VA 22202
PH: +1-877-692-2120

DETECTION SALES, APAC
FLIR Detection, Inc.
3 Pickering Street #03-49
Nankin Row
Singapore - 048660
PH: +65-6822-1596

DETECTION SALES, EMEA
FLIR Detection, Inc.
Luxemburgstraat 2
2321 Meer
Belgium
PH: +32 (0) 3665 5106

Common user interface with clear resultsInterface utilisateur standard avec résultats clairs

FLIR identiFINDER 
R440
The FLIR identiFINDER R440 is a lightweight, sourceless radionuclide 

identification device (RID) that delivers sensitive detection and fast results 

for routine survey or secondary screening response missions. The 2x2” NaI 

(sodium iodide) detector responds to radiological threats from farther away, 

behind heavier shielding, and with better resolution than similarly-sized 

RIDs. The extended energy range provides neutron indication. Its light weight 

makes single-handed operation easy during extended operations, while the 

IP67-rated enclosure is built to survive. The bold, easy-to-read interface with 

360° EasyFinder™ mode expedites decision-making to keep personnel and the 

community safe.

www.flir.com/r440

HIGHLY SENSITIVE, SOURCELESS 
HANDHELD RID

SMALLEST, LIGHTEST RID 
WITH 2X2 NaI DETECTOR
Accurate identification and faster time to alarm

• 3.5 times more sensitive with up to 10% better 
resolution than comparatively sized RIDs

• High dose rate range provides stability and 
accuracy even in high dose rate environments

• Two models: gamma only (with neutron 
indication); gamma and neutron detection and 
measurement

• Sourceless stabilization improves data 
collection, reducing false positives

RUGGED, IP67-RATED 
ENCLOSURE
Built to survive fast-paced, rigorous missions

• Protected from total dust ingress and water 
immersion (rain, splashing and accidental 
submersion) up to 1 meter in depth for up to 30 
minutes 

• ANSI N42.42 and ANSI N42.34 compliant 

• Drop-tested up to 1 meter

• Completely enclosed crystal provides enhanced 
ruggedization

STATE-OF-THE-ART USER 
FEATURES
Clear results and enhanced communications keep 
responders and the community safe

• 360° EasyFinder mode collects and interprets 
data and then pinpoints the exact location of 
source for user

• Built-in wireless communications 

• Built for interagency standardization - common 
user interface provides familiarity for users of 
any identiFINDER product
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